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Installation of an alternator and regulator as a replacement to existing OEM generators and mechanical voltage regulators in
accordance with Master Drawing List 11-0000, Revision A, dated October 14, 2008, or later FAA approved revision. Airplane Flight
Manual Supplement AFMS-003, Revision IR, dated November 10, 2008, or later FAA approved revision is required.
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The installer must determine whether this design change is compatible with previously approved modifications. If the holder

agrees to permit another person to use this certificate to alter a product, the holder must give the other person written evidence of
that permission.
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Acting Manager, Propulsion & Program Management Branch

Chicago Aircraft Certification Office

(Title)

:, or both.

fine of not exceeding $1,000, or imprisonment not exceeding 3

FAA ForM 8110-2(10-64) PAGE 1 of 2

This certificate may be transferred in accordance with FAR 21.47.
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Certification Basis (Continued):
The Certification Basis for this installation is per Approved Model List plus the following:

Regulations that meet amendment 23-55
23.901(a); 23.1041; 23.1163; 23.1301(a)(b)(c)(d); 23.1309(a)(b)(c); 23.1331(b); 23.1351(a)(b)(c); 23.1359(c);
23.1365(d); 23.1431(b); 23.1529; 23.1581(a)(b); 23.603(a)

Regulations that meet amendment 33-20
33.15; 33.17; 33.19; 33.25

-END-





































HET LLC SA10921SC Section 4
Normal Procedures

Section 4
Normal Procedures

Before starting engine, turn on MASTER switch and verify ALT INOP
lamp is illuminated.

WARNING
A problem exists if ALT INOP lamp is not
iluminated with MASTER switch on before
starting engine. Have an authorized
technician correct the problem before
attempting to start engine.

After starting engine, turn on ALT FIELD switch. Verify battery charging indication
and ALT INOP lamp is not illuminated.

WARNING
A problem exists if ALT INOP lamp
remains illuminated with MASTER and
alternator switches on after engine is
running. Have an authorized technician
correct the problem before attempting.
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Section 5
Performance Data

Unchanged from basic Airplane Flight Manual.
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Section 5
Performance
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HET LLC SA10921SC Section 6
Weight arid Balance

Section 6
Weight and Balance

There are no changes to the aircraft weight limits or center of gravity (CG)
limits. See the basic Airplane Flight Manual for weight and center of gravity
information.

The Equipment List / Weight and Balance Record are revised by the STC
installer for installation of this Belt Driven Alternator Conversion. For current
empty weight and CG, see revised weight and balance record.
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HET LLC SA10921SC Section 7
Airplane and System Description

Section 7
Airplane and Systems Description

The installed alternator conversion kit provides up to a maximum of 50 amps
at the rated voltage, limited by current wiring and breakers.
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HET LLC SA10921SC Section 8
Handling, Service, and Maintenance

Section 8
Handling, Service, and Maintenance

The basic AFM is unchanged. See Instructions for Continued Airworthiness
provided with this installation for details on inspections and maintenance.
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